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MODEL All 4.0 and 6.0 1995-96 MYAll 4.0 and 6.0 1995-96 MYAll 4.0 and 6.0 1995-96 MYAll 4.0 and 6.0 1995-96 MYAll 4.0 and 6.0 1995-96 MY
Sedan Sedan Sedan Sedan Sedan VIN 720001 - onVIN 720001 - onVIN 720001 - onVIN 720001 - onVIN 720001 - on
XJS XJS XJS XJS XJS VIN 194775 - onVIN 194775 - onVIN 194775 - onVIN 194775 - onVIN 194775 - on

DATE 10/9510/9510/9510/9510/95

TECHNICTECHNICTECHNICTECHNICTECHNICAL BULLETINAL BULLETINAL BULLETINAL BULLETINAL BULLETIN

12-5812-5812-5812-5812-58
Engine Oil – Engine Oil – Engine Oil – Engine Oil – Engine Oil – VVVVViscosity/Tiscosity/Tiscosity/Tiscosity/Tiscosity/Temperemperemperemperemperaturaturaturaturatureeeee

Ranges – ReRanges – ReRanges – ReRanges – ReRanges – Revisionsvisionsvisionsvisionsvisions

* NOTE:* NOTE:* NOTE:* NOTE:* NOTE:  The use of 0W/30 and 5W/30 oils is allowed during
ambient temperatures of 50-104ºF (10-40ºC) ONLY if:
••••• the oil is purely synthetic
••••• the oil meets API SH/CF and CCMC G5 specifications.

SEE NOTESEE NOTESEE NOTESEE NOTESEE NOTE

AJ1AJ1AJ1AJ1AJ16 NORMALL6 NORMALL6 NORMALL6 NORMALL6 NORMALLY Y Y Y Y AAAAASPIRASPIRASPIRASPIRASPIRATED ENGINE OIL TED ENGINE OIL TED ENGINE OIL TED ENGINE OIL TED ENGINE OIL VISCOSITY/TEMPERAVISCOSITY/TEMPERAVISCOSITY/TEMPERAVISCOSITY/TEMPERAVISCOSITY/TEMPERATURE CHARTURE CHARTURE CHARTURE CHARTURE CHARTTTTT

JLX-139

ISSUE:ISSUE:ISSUE:ISSUE:ISSUE:
Jaguar has approved the use of grade 0W/30 low viscosity engine oils, subject to
certain limitations regarding ambient temperature and oil specifications, in both
V12 and AJ16 engines.

In addition, the ambient temperature range for the use of 5W/30 oils has been
extended from 50ºF (10ºC) to 104ºF (40ºC) subject to certain limitations on oil
specifications on AJ16 normally aspirated engines ONLY.

ACTION:ACTION:ACTION:ACTION:ACTION:
Refer to the following charts when selecting engine oils.
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ALL ENGINES
Fully synthetic oil can be used to top up engines containing partly synthetic 0W/30
or 5W/30 engine oil.
Partly synthetic oil MUST NOT be used to top up engines filled with purely
synthetic oil.  The engine must be topped up with purely synthetic oil only, or it
will no longer qualify for operation in ambient temperatures from 50-104ºF (10-
40ºC).

V1V1V1V1V12 & 2 & 2 & 2 & 2 & AJ1AJ1AJ1AJ1AJ16 SUPERCHARGED ENGINE OIL 6 SUPERCHARGED ENGINE OIL 6 SUPERCHARGED ENGINE OIL 6 SUPERCHARGED ENGINE OIL 6 SUPERCHARGED ENGINE OIL VISCOSITY/TEMPERAVISCOSITY/TEMPERAVISCOSITY/TEMPERAVISCOSITY/TEMPERAVISCOSITY/TEMPERATURE CHARTURE CHARTURE CHARTURE CHARTURE CHARTTTTT

JLX-140


